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To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820



BISON offers an extensive range of vises.
Save time and money in your daily work by 
our user-friendly products !
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Features:
 ■ Revised and upgraded successor model of Type 6577

 ■ Reversible fixed jaw
 ■  Quick re-adjustable, self- adjusting movable jaws
 ■  Can be used with removable jaw inserts
 ■  Made of high-grade alloy steel, stabilized and 
hardened

application:

 ■ Designed for precision grinding and milling

Standard accessories:
 ■ Wrench
 ■ Slot nuts with „k” dimension 
 ■ Vise clamps

 ■ Swinging lead plate

PrEcISIon VISES

accessories 270-282
technical data 283-284

Code No. type S a
b 

-0,02 c h l max. l1 l2 l3 a h k
torque on wrench 

[Nm]
max. clamping 

force [daN] kg

7-223-040 6620-100-320-165 100 85 35 13 65 389 320 61,80 12,00 165 30 12 40 2.000 9,84

7-223-050 6620-125-335-165 125 105 42 15 82 406 335 68,00 18,00 165 40 12 60 3.000 15,71

7-223-060 6620-150-425-210 150 140 52 18 102 515 425 87,29 21,20 210 50 18 120 4.100 31,95

7-223-062 6620-150-475-260 150 140 52 18 102 565 475 87,29 21,20 260 50 18 120 4.100 35,18

7-223-063 6620-150-520-305 150 140 52 18 102 610 520 87,29 21,20 305 50 18 120 4.100 36,96

7-223-080 6620-200-535-260 200 165 61 20 121 623 535 109,43 38,07 260 60 18 170 4.500 58,95

7-223-082 6620-200-585-310 200 165 61 20 121 673 585 109,43 38,07 310 60 18 170 4.500 61,66

7-223-085 6620-200-635-360 200 165 61 20 121 723 635 109,43 38,07 360 60 18 170 4.500 64,36

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-040
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-050
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-060
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-062
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-063
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-080
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-082
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-085
http://www.bison-america.com/
mailto:info@bison-america.com
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6621

6
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Code No. type S a
b 

-0,02 c h l max. l1 l2 l3 a h k
max. clamping 

force [daN] kg

7-223-060P 6621-150-425-210 150 140 52 18 102 726 425 87,29 21,20 210 50 18 4.100 33,4

7-223-062P 6621-150-475-260 150 140 52 18 102 776 475 87,29 21,20 260 50 18 4.100 36,6

7-223-063P 6621-150-520-305 150 140 52 18 102 821 520 87,29 21,20 305 50 18 4.100 38,4

7-223-080P 6621-200-535-260 200 165 61 20 121 875 535 109,43 38,07 260 60 18 4.500 61,5

7-223-082P 6621-200-585-310 200 165 61 20 121 907 585 109,43 38,07 310 60 18 4.500 64,2

7-223-085P 6621-200-635-360 200 165 61 20 121 957 635 109,43 38,07 360 60 18 4.500 66,9

Features:
 ■ Optimized and improved successor of the type 6578
 ■  Vise equipped with hydraulic spindle enabling the 
application of high clamping force 
and safe clamping with little effort from the operator

 ■  Reversible fixed jaw
 ■  Quick re-adjustable, self- adjusting movable jaws
 ■  Can be used with removable jaw inserts
 ■  Made of high-grade alloy steel, stabilized and 
hardened

application:
 ■  Designed for precision grinding and milling 

Standard accessories:
 ■ Wrench 
 ■ Slot nuts with „k” dimension
 ■ Vise clamps

 ■ Swinging lead plate

PRECISION VISES ▪ wIth hydRaulIC SPINdlE

accessories 270-282
technical data 283-284

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-060P
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-062P
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-063P
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-080P
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-082P
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-085P
http://www.bison-america.com/
mailto:info@bison-america.com
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Features:
 ■ Revised and upgraded successor model of Type 6800
 ■  Horizontal, vertical or side mounting
 ■  Set of 4 vises can be used vertically
 ■  Reversible fixed jaw
 ■  Quick re-adjustable, self-adjusting movable jaws
 ■  Can be used with removable jaw inserts
 ■  Made of high-grade alloy steel, stabilized and 
hardened

application:
 ■  Designed for precision grinding and milling

Standard accessories:
 ■ Wrench
 ■ Slot nuts with „k” dimension 
 ■ Vise clamps

 ■ Swinging lead plate

6820

PRECISION VISES ▪ NC

Code No. type S a a b 
-0,02 c h h K l max. l l1 

-0,02
l2

±0,02
l3 

±0,1
l4 

±0,1
l5 

±0,1
l6 

±0,1 m torque on wrench 
[Nm]

max. clamping 
force [daN] kg

7-223-204 6820-100-320-160 100 110 160 75 13 105 30 12 390 320 37,5 14 10 55 15 80 M10 40 2.000 19,2

7-223-206 6820-125-335-160 125 130 160 90 15 130 40 12 406 335 45 19 15 55 17 96 M12 60 3.000 31,2

7-223-208 6820-150-425-205 150 170 205 110 18 160 50 18 515 425 55 23 17,5 75 17,5 135 M12 120 4.100 63,4

accessories 270-282
technical data 283-284

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-204
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-206
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-208
http://www.bison-america.com/
mailto:info@bison-america.com
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6
8
2
1Code No. type S a a b 

-0,02 c h h K l max. l l1 
-0,02

l2
±0,02

l3 
±0,1

l4 
±0,1

l5 
±0,1

l6 
±0,1 m max. clamping 

force [daN] kg

7-223-209 6821-150-425-205 150 170 205 110 18 160 50 18 726 425 55 23 17,5 75 17,5 135 M12 4.100 64,8

..

Features:
 ■ Revised and upgraded successor model of Type 6801
 ■  Vise equipped with hydraulic spindle enabling the 
application of high clamping force 
and safe clamping with little effort from the operator

 ■  Horizontal, vertical or side mounting
 ■  Set of 4 vises can be used vertically
 ■  Reversible fixed jaw
 ■  Quick re-adjustable, self- adjusting movable jaws
 ■  Can be used with removable jaw inserts
 ■  Made of high-grade alloy steel, stabilized and 
hardened

application:
 ■  Designed for precision grinding and milling

Standard accessories:
 ■ Wrench
 ■ Slot nuts with “k” dimension
 ■ Vise clamps

 ■ Swinging lead plate

6821

PRECISION VISES ▪ NC wIth hydRaulIC SPINdlE

accessories 270-282
technical data 283-284

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-209
http://www.bison-america.com/
mailto:info@bison-america.com
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6632

PRECISION VISES ▪ dOublE ClamPINg

Features:
 ■ Reversible fixed jaw
 ■ Quick re-adjustable, self-adjusting movable jaws
 ■ Can be used with removable jaw inserts
 ■ Made of high-grade alloy steel, stabilized and 
hardened

application:
 ■ Designed for precision grinding and milling 

Standard accessories:
 ■ Wrench
 ■ Slots nuts with „k” dimension
 ■ Vise clamps

 ■ Swinging lead plate

dOublE ClamPINg

accessories 270-282
technical data 283-284

Code No. Тype torque on wrench [Nm] max. clamping force [daN] kg

7-223-305 6632-125-465-90 60 3.000 27,5

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-305
http://www.bison-america.com/
mailto:info@bison-america.com
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6624

6623
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Code No. type S a b c l a h k max. clamping force [daN] kg

7-223-124 6622-100 100 85 35 13 140 48 30 12 2.000 5,3

7-223-125 6622-125 125 105 42 15 160 60 40 12 3.000 8,7

7-223-126 6622-150 150 140 52 18 210 86 50 18 4.100 20,6

7-223-128 6622-200 200 165 61 20 240 78 60 18 4.500 34,3

Code No. type S a b c h l1 l2 h k max. clamping force [daN] kg

7-223-136 6623-150 150 140 52 18 102 210 86 50 18 4.100 20,6

7-223-138 6623-200 200 165 61 20 121 240 78 60 18 4.500 34,3

Code No. type S a b c D l h k max. clamping force [daN] kg

7-223-144 6624-100 100 85 35 13 80 163,0 30 12 2.000 4,4

7-223-145 6624-125 125 105 42 15 84 170,0 40 12 3.000 6,7

7-223-146 6624-150 150 140 52 18 110 221,5 50 18 4.000 14,5

7-223-148 6624-200 200 165 61 20 127 253,5 60 18 4.500 26,5
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 ■ Revised and upgraded successor model of Type 6568
 ■ Movable element

 ■ Revised and upgraded successor model of Type 6571 
 ■ Movable element with hydraulic spindle
 ■ Similar to Type 6622

 ■ Revised and upgraded successor model of Type 6569-M

 ■ Fixed element

6622

PRECISION VISES ▪ ClamPINg mOdulES

accessories 270-282
technical data 283-284

accessories 270-282
technical data 283-284

accessories 270-282
technical data 283-284

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-124
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-125
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-126
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-128
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-136
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-138
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-144
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-145
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-146
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-148
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type a b c D g J J1 I l mh7 w ØP Q ØF7 kg

7-240-053 6850-50-300 100 32/25 50 300 50 38 55/58 12 15 16 49 9 100 10 7,20

7-240-054 6850-50-400 100 32/25 50 400 50 38 55/58 12 15 16 49 9 100 10 8,70

7-240-055 6850-50-500 100 32/25 50 500 50 38 55/58 12 15 16 49 9 300 10 10,10

7-240-056 6850-50-600 100 32/25 50 600 50 38 55/58 12 15 16 49 9 300 10 11,60

7-240-057 6850-50-700 100 32/25 50 700 50 38 55/58 12 15 16 49 9 400 10 13,00

7-240-074 6850-75-400 100 40 75 400 75 50 70/75 16 20 16 74 13 300 16 22,45

7-240-075 6850-75-500 100 40 75 500 75 50 70/75 16 20 16 74 13 200 16 25,95

7-240-076 6850-75-600 100 40 75 600 75 50 70/75 16 20 16 74 13 300 16 29,45

7-240-077 6850-75-700 100 40 75 700 75 50 70/75 16 20 16 74 13 400 16 32,95

7-240-078 6850-75-800 100 40 75 800 75 50 70/75 16 20 16 74 13 500 16 36,40

7-240-107 6850-100-700 100 60 100 700 100 70 94,5/98,5 12 20 16 99 17 400 16 65,10

7-240-108 6850-100-800 100 60 100 800 100 70 94,5/98,5 12 20 16 99 17 500 16 70,60

7-240-109 6850-100-900 100 60 100 900 100 70 94,5/98,5 12 20 16 99 17 400 16 77,60

7-240-110 6850-100-1000 100 60 100 1000 100 70 94,5/98,5 12 20 16 100 17 500 16 83,30

Code No. type a b c D g J J1 I l mh7 w ØP Q ØF7 kg

7-241-053 6851-50-300 100 32/25 50 300 50 38 65/68 12 15 16 49 9 100 10 7,25

7-241-054 6851-50-400 100 32/25 50 400 50 38 65/68 12 15 16 49 9 100 10 8,80

7-241-055 6851-50-500 100 32/25 50 500 50 38 65/68 12 15 16 49 9 300 10 10,20

7-241-056 6851-50-600 100 32/25 50 600 50 38 65/68 12 15 16 49 9 300 10 11,70

7-241-057 6851-50-700 100 32/25 50 700 50 38 65/68 12 15 16 49 9 400 10 13,85

7-241-074 6851-75-400 100 40 75 400 75 50 83/88 16 20 16 74 13 300 16 21,90

7-241-075 6851-75-500 100 40 75 500 75 50 83/88 16 20 16 74 13 200 16 25,40

7-241-076 6851-75-600 100 40 75 600 75 50 83/88 16 20 16 74 13 300 16 28,90

7-241-077 6851-75-700 100 40 75 700 75 50 83/88 16 20 16 74 13 400 16 32,40

7-241-078 6851-75-800 100 40 75 800 75 50 83/88 16 20 16 74 13 500 16 38,10

7-241-107 6851-100-700 100 60 100 700 100 70 109/113 12 20 16 99 17 400 16 68,30

7-241-108 6851-100-800 100 60 100 800 100 70 109/113 12 20 16 99 17 500 16 73,80

7-241-109 6851-100-900 100 60 100 900 100 70 109/113 12 20 16 99 17 400 16 81,00

7-241-110 6851-100-1000 100 60 100 1000 100 70 109/113 12 20 16 100 17 500 16 86,50

Code No. type a b c D g J J1 I l mh7 w ØP Q ØF7 kg

7-242-053 6852-50-300 100 25 50 300 50 38 44/50 12 15 16 49 9 100 10 6,60

7-242-054 6852-50-400 100 25 50 400 50 38 44/50 12 15 16 49 9 100 10 8,10

7-242-055 6852-50-500 100 25 50 500 50 38 44/50 12 15 16 49 9 300 10 9,50

7-242-056 6852-50-600 100 25 50 600 50 38 44/50 12 15 16 49 9 300 10 11,00

7-242-057 6852-50-700 100 25 50 700 50 38 44/50 12 15 16 49 9 400 10 12,50

7-242-074 6852-75-400 100 40 75 400 75 50 52/58 16 20 16 74 13 300 16 20,79

7-242-075 6852-75-500 100 40 75 500 75 50 52/58 16 20 16 74 13 200 16 24,29

7-242-076 6852-75-600 100 40 75 600 75 50 52/58 16 20 16 74 13 300 16 27,79

7-242-077 6852-75-700 100 40 75 700 75 50 52/58 16 20 16 74 13 400 16 31,29

7-242-078 6852-75-800 100 40 75 800 75 50 52/58 16 20 16 74 13 500 16 34,80

7-242-107 6852-100-700 100 60 100 700 100 70 84/90 12 20 16 99 17 400 16 63,00

7-242-108 6852-100-800 100 60 100 800 100 70 84/90 12 20 16 99 17 500 16 68,50

7-242-109 6852-100-900 100 60 100 900 100 70 84/90 12 20 16 99 17 400 16 74,00

7-242-110 6852-100-1000 100 60 100 1000 100 70 84/90 12 20 16 100 17 500 16 79,50
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PRECISION VISES ▪ mOdulaR ClamPINg SyStEmTo Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.bison-america.com/
mailto:info@bison-america.com
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 PNEumatICally OPERatEd
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Code No. Тype a h l a
max h k c D g Jaw stroke air consumption [dm3] Clamping force for 0,63 mPa [daN] kg

7-265-005 6710-125 180 129 553 100 40 14 274 150 G3/8” 7 1,3 3.000 33,0

7-265-010 6710-160 225 150 621 125 50 18 337 185 G3/8” 8 1,6 3.700 50,2

7-265-015 6710-200 260 176 709 160 63 18 415 220 G3/8” 9 2,5 4.600 74,0

Features:
 ■ Pneumatic system makes operation of the vice easy
 ■ Removable grooved jaw inserts are hardened and 
ground

 ■ Sturdy body
 ■ Wide range of clamping

 ■ Equipped with a safety valve
application:

 ■ These heavy duty machine vises are used in 
operations 
where a large clamping force is required

Standard accessories:
 ■ Slot nuts

6710

maChINE VISES ▪  PNEumatICally OPERatEd
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Clamping 

Unclamping

accessories 270-282

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-265-005
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-265-010
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-265-015
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type S a h l l1 l2 l3 a h k max. clamping force [daN] kg

7-222-005 6512-100 100 156 84 294 290 126 260 80 32 14 2.500 9,9

7-222-010 6512-125 125 156 100 347 335 126 305 95 40 14 3.500 15,9

7-222-015 6512-160 160 193 121 423 405 150 365 125 50 18 4.000 29,0

7-222-020 6512-200 200 256 147 515 500 210 460 160 63 18 5.500 56,0

7-222-025 6512-250 250 316 174 615 610 268 566 200 80 22 6.200 71,0

Features:
 ■  Removable grooved jaw inserts are hardened and 
ground

 ■  Lead screw protected against dirt and chips
 ■  Body and movable jaw are high quality castings

application:
 ■ Designed for use with milling machines, drill presses, 
etc.

Standard accessories:
 ■  Handcrank

 ■ Slot nuts

6512

maChINE VISES ▪ wIth mO Va blE REaR Jaw 

matching swivel base

6582Тype 220Page

wIth mO Va blE REaR Jaw

accessories 270-282

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-222-005
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-222-010
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-222-015
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-222-020
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-222-025
http://www.bison-america.com/
mailto:info@bison-america.com
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3
1
0
5

6
5
1
6

Code No. type S a b c h l l1 l2 l3 D a h k max. clamping force [daN] kg

7-251-005 6516-M125 125 196 425 67 109 530 155 50 389 155 205 42 14 3.500 19,9

7-251-006 6516-M160 160 246 565 80 130 615 200 65 525 200 280 50 18 5.500 52,4

7-251-008 6516-M200 200 304 675 99 162 795 250 90 635 250 375 63 18 7.500 93,0

Features:
 ■  A unique, built-in hydraulic spindle makes operation 
of the vise easy

 ■  Removable grooved jaw inserts are hardened and 
ground

 ■  Easy adjusting of clamping range by means of 2 pins
 ■  Sturdy, maintenance-free spindle
 ■  Body and movable jaw are high quality castings

application:
 ■ These heavy duty machine vises are used in 
operations where a large clamping force is required 

Standard accessories:
 ■  Handcrank

 ■ Slot nuts

6516

maChINE VISES ▪ wIth hydRaulIC SPINdlE

matching swivel base

accessories 270-282

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-251-005
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-251-006
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-251-008
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type S a h l l1 a h k max. clamping force [daN] kg

7-250-004 6517-M100 100 98 85 346 80 125 32 14 1.800 10,6

7-250-005 6517-M125 125 122 105 418 101 160 40 14 2.500 20,4

7-250-006 6517-M160 160 156 125 524 126 180 50 18 4.200 38,0

7-250-008 6517-M200 200 194 150 695 160 280 63 18 6.200 78,0

Features:
 ■ The movable rear jaw can be placed in different 
positions through a unique cam locking system, 
making the rear jaw positioning fast and easy

 ■  Removable grooved jaw inserts, one side smooth, 
the other side grooved, are hardened and ground 

 ■ Fully covered lead screw protected against dirt and 
chips

 ■  Fully ground steel position beam
 ■  Body and rear jaw are high quality castings

application:
 ■ Designed for use with milling machines, drill presses, 
etc.

Standard accessories:
 ■ Handcrank

 ■ Slot nuts

6517

maChINE VISES ▪ CamlOCK maChINE VISE

6587Тype 222Page

CamlOCK maChINE VISE

matching swivel base

accessories 270-282

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-250-004
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-250-005
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-250-006
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-250-008
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type S a h l l1 l2 h k max. clamping force [daN] kg

7-255-006 6522-160 160 180 80 160 194 114 50 17 4000 14,5

7-255-008 6522-200 200 196 100 172 258 130 63 17 5000 26,2

Features:
 ■  Facilitates utilization of the full length of the machine 
bed 

 ■  Removable grooved jaw inserts are hardened and 
ground

 ■  Clamp base body and rigid base are high quality 
castings

application:
 ■  Designed for use where a large clamping force is 
required

Standard accessories:
 ■ Handcrank

 ■ Slot nuts

6522

maChINE VISES ▪ twO-PIECE maChINE VISE

twO-PIECE maChINE VISE

accessories 270-282

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-255-006
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-255-008
http://www.bison-america.com/
mailto:info@bison-america.com
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Features:
 ■  Possible to secure the jaws in 4 different positions, 
increasing the clamping 
range of workpieces 

 ■  Steel jaw inserts, formed according to client’s 
requirements, are hardened 
and ground, ensuring longer life with maintained 
accuracy and repeatability 

 ■  Body and movable jaw are made of high-quality cast 
iron

application:
 ■  Designed for use with milling machines, drill presses, 
grinders, etc. and other work that requires high 
accuracy and safe clamping

Standard accessories:
 ■ Handcrank

 ■ Slot nuts

6
5
2
3 Code No. type S a b b1 c

D 
h7 E F g 

±0,013
h 

-0,08 l a h u w max. clamping force [daN] kg

7-220-0068 6523-155L 155L 226 195 212 83 18 144 428 73,025 111 479 224 44 23,8 98,4 4.500 34,2

Maximum length of workpiece (mm) depends on how the jaw inserts are secured

6523

maChINE VISES ▪ hOld-tIght maChINE VISE

hOld-tIght maChINE VISE

6588Тype 222Page

matching swivel base

accessories 270-282

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-220-0068
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type S a h l
min l1 a h k max. clamping force [daN] kg

7-249-005 6530-100 100 144 145 372 181 80 32 14 2.500 12,5

7-249-010 6530-125 125 168 169 437 208 100 40 14 3.500 20,0

7-249-015 6530-160 160 212 200 450 208 125 50 18 4.500 34,2

Code No. type S a h l l1 a h k max. clamping force [daN] kg

7-210-005 6531-125 125 168 136 458 208 100 40 14 2.500 19,2

7-210-006 6531-160 160 212 169 534 248 125 50 18 4.000 33,5

7-210-008 6531-200 200 286 185 591 333 160 63 18 5.500 59,0

Features:

 ■  Up to 90° angle of incline from the horizontal position 
 ■  360° swivel base with ground contact edge and 
graduation

 ■  Removable grooved jaw inserts are hardened and 
ground, 

 ■ Fully covered lead screw protected against dirt & 
chips

Application:

 ■  Designed for milling, planing and drilling when two 
angle settings occur

Standard accessories:

 ■  Handcrank

 ■ Slot nuts

Features:
 ■  360° swivel base with ground contact edge and 
graduation

 ■  Removable grooved jaw inserts are hardened and 
ground 

 ■  Sturdy design of cast iron 

application:
 ■ Designed for various types of milling and planing of 
forms, slots and grooves

Standard accessories:
 ■ Handcrank

 ■ Slot nuts

6530

maChINE VISES

twO aNglE SwIVEl maChINE VISE

SElF-CENtERINg maChINE VISE

accessories 270-282

accessories 270-282

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-210-005
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-210-006
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-210-008
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-249-005
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-249-010
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-249-015
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type S a b h l l1 a h k n max. clamping force [daN] kg

7-212-008 6534-80M 80 116 235 160 321,5 199 63 25 13 20 1000 12,2

Code No. type S a h l l1 l2 a h k max. clamping force [daN] kg

7-260-003 6540-80 80 120 68 226 208 102 80 16,5 12 350 4,0

7-260-004 6540-100 100 160 85 293 257 124 125 16,5 14 400 7,0

7-260-005 6540-125 125 185 90 330 292 147 150 16,5 14 500 10,0

7-260-006 6540-160 160 224 95 380 340 184 160 16,5 18 600 15,5

Features:
 ■  Made of high quality iron castings
 ■  Rotation in „Y” axis within 360°
 ■  Can tilt in two directions within 90° around „X” axis and 
tilt within 90° from vertical to horizontal position around 
„Z” axis

 ■ Accuracy in every angular position in 3 axes equal to 30’
application:

 ■  For the grinding of surfaces rotated in one or several planes 
from the base, spotting and drilling holes in such surfaces  
and for precise milling at low cutting forces

Standard accessories:
 ■  Handcrank

 ■ Clamping bolts

Features:
 ■ The initial clamping is done by the movable jaw, 
placed closely to the workpiece

 ■  Final clamping of the workpiece is performed by the 
lever movement of the quick-acting cam-mechanism, 
which minimizes the required setting time

 ■  Recessed jaw inserts for convenient leveling of 
workpiece

 ■ Guiding rods and cam mechanism are hardened 
and ground 

 ■  Removable jaw inserts are hardened and blackened 
 ■  Body and movable jaw are high quality castings

application:
 ■ Designed for milling and drilling operations and 
instant setting of the workpiece

6534 thREE aNglE multI-PuRPOSE maChINE VISE

maChINE VISES

QuICK-aCtINg maChINE VISE

accessories 270-282

accessories 270-282

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-212-008
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-260-003
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-260-004
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-260-005
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-260-006
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type S a h l l1 D a h k max. quick grip jaw stroke max. clamping force [daN] kg

7-205-000 6542-80 80 140 70 220 108 122 80 30 14 4 800 5,2

7-205-005 6542-100 100 165 80 270 133 140 100 35 14 4 1.200 8,9

Code No. type S a b h l l1 l2 l3 a h k max. clamping force [daN] kg

7-207-003 6543-85M 85 140 152 64 265 114 41 109 70 30 11 400 3,4

7-207-004 6543-100M 100 152 170 64 285 124 57 127 85 30 13 500 4,0

7-207-005 6543-120M 120 176 212 64 360 148 71 169 120 30 13 650 5,0

7-207-006 6543-150M 150 208 262 66 442 178 75 209 150 38 13 800 8,4

6
5
4
2

6
5
4
3

Features:
 ■  The clamping of the workpiece is performed by a 
single rotary movement of the lever

 ■  The V-block is fastened to the fixed jaw, which enables 
the clamping of bars

 ■  V-block enables horizontal or vertical clamping of flat 
or round workpieces

 ■ Cam mechanism is hardened and ground
 ■ Removable jaw inserts are hardened and blackened 
 ■  Body and movable jaw are high quality castings

application:
 ■ Designed for milling and drilling operations, especially 
for series machining and instant setting of the 
workpiece

Features:
 ■ Vertical and horizontal V-grooves on the fixed jaw 
insert and recesses of both jaws enable a wide variety 
of workpieces to be clamped

 ■  Body is made of high quality castings
application:

 ■  Ideal for most drilling and light milling operations

6542

6543

maChINE VISES

accessories 270-282

accessories 270-282

QuICK-aCtINg maChINE VISE

dRIllINg maChINE VISE

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-205-000
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-205-005
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-207-003
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-207-004
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-207-005
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-207-006
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type S a b c D h l l1 l2 a h k max. clamping force [daN] kg

7-203-004 6910-105 105 144 46 28,5 25 84 300 122 280 75 38 16 2.500 12,2

7-203-006 6910-155 155 215 52 85,5 25 105 495 183 449 165 53 20 3.800 36,4

7-203-008 6910-210 210 268 67 103,5 25 126 593 236 549 205 59 20 5.300 68,2

Code No. type S a h l l1 d k max. clamping force [daN] kg

7-225-004 6546-100 100 210 170 287 170 10-63 18 1.000 20,9

7-225-005 6546-125 125 200 235 389 160 15-100 18 1.500 37,8

7-225-006 6546-160 160 242 320 456 202 50-160 18 2.000 78

Features:
 ■  Able to be set up in both horizontal and vertical 
positions

 ■  Hardened and ground jaw inserts and V-block
 ■  Sturdy, cast iron design

application:
 ■  Ideal for most drilling and light milling operations

Standard accessories:
 ■ Handcrank

 ■ Slot nuts

Features:
 ■  Smooth jaw inserts are hardened and ground, 
ensuring longer life with maintained accuracy and 
repeatability 

 ■  Fully covered lead screw in a bronze nut protects 
against dirt and chips

 ■ Body and movable jaw are high quality castings
application:

 ■  Designed for use with milling machines, drill presses, 
etc

Standard accessories:
 ■ Adjustable end-stop
 ■ Handcrank

 ■ Slot nuts

6910

6546

maChINE VISES

ShaFt hOldINg maChINE VISE

maChINE VISE wIth PRISmatIC guIdaNCE
OF mOVablE Jaw

6583Тype 220Page

matching swivel base

accessories 270-282

accessories 270-282

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-203-004
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-203-006
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-203-008
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-225-004
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-225-005
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-225-006
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type S b h l a max. h kg

7-200-002 6552-63 63 120 47 182 50 20 1,8

7-200-003 6552-80 80 146 56 215 63 25 4,2

7-200-004 6552-100 100 174 71 243 80 32 8,5

Code No. type S b h l a max. h kg

7-200-102 6553-63 63 120 47 182 50 20 1,8

7-200-103 6553-80 80 146 56 215 63 25 4,2

7-200-104 6553-100 100 174 71 243 80 32 8,5

Features:
 ■ Used for precision grinding, milling and measuring 
work

 ■ Made of alloy tool steel, hardened and precision 
ground

Features:
 ■ Constructed in the same manner as above, except in 
movable jaw a ground vertical prism is provided

6552

6553

tOOlmaKERS & INSPECtION VISES

PlaIN Jaw

 VERtICal PRISm

accessories 270-282

accessories 270-282

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-200-002
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-200-003
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-200-004
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-200-102
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-200-103
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-200-104
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type S a b h l l1 a max. h kg

7-200-202 6554-63 63 103 140 83 215 100 50 20 2,5

7-200-203 6554-80 80 120 150 92 216 100 63 25 7,0

7-200-204 6554-100 100 144 164 108 243 100 80 32 10,2

Code No. type S a b h l a max. h kg

7-200-303 6555-80 80 153 146 92 215 63 27 8,55

Features:
 ■ Posibility to lock the vise at any angle
 ■  Accurate angle setting by means of gauge blocks
 ■  Pivots hardened and ground with an accuracy of 
0,001 mm

 ■ Made of alloy tool steel, hardened and precision 
ground

application:
 ■ Designed for precision grinding, milling and 
measuring work

Features:
 ■ Posibility to lock the vise at any angle
 ■  Accurate angle setting by means of gauge blocks
 ■  Pivots hardened and ground with an accuracy of 0,001 
mm

 ■  Made of alloy tool steel, hardened and ground
application:

 ■  Designed for precision grinding, milling and 
measuring work

6555

6554

tOOlmaKERS & INSPECtION VISES

SINE VICE ▪ FRONt SwIVEllINg axIS

SINE VICE ▪ lONgItudal SwIVEllINg axIS

accessories 270-282

accessories 270-282

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-200-202
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-200-203
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-200-204
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-200-303
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type S a b c D E h l a h max. clamping force [daN] kg

7-235-004 1240-80L 80 115 85 87 9 16 140 250 100 51 2.000 6,8

7-235-006 1240-100L 100 115 85 87 9 16 140 250 100 51 2.400 7,4

7-235-008 1240-125L 125 155 100 129 13 20 200 354 140 71 2.800 18,0

7-235-010 1240-150L 150 180 125 187 13 20 222 437 175 79 3.600 31,0

7-235-012 1240-175L 175 180 125 187 13 20 222 437 175 79 4.000 32,0

7-235-014 1240-200L 200 214 150 232 15 26 268 585 250 90 4.300 59,0

7-235-016 1240-250L 250 214 150 232 15 26 268 585 250 90 4.500 61,5

Code No. type S a h l a d h max. clamping force [daN] kg

7-231-005 1250-63L 63 120 112 229 63 9 45 1.200 4,0

7-231-010 1250-80L 80 137 137 280 80 11 58 1.800 6,6

7-231-015 1250-100L 100 137 137 282 80 11 58 2.200 7,5

7-231-020 1250-125L 125 156 156 323 100 11 65 2.600 10,5

7-231-025 1250-150L 150 170 182 380 125 13 75 3.400 16,2

7-231-030 1250-175L 175 190 202 434 150 13 90 3.800 23,0

h

E

H

B
A

S a max

D

C
L

... .

A

S a max

L

h

H

d

Features:
 ■  Steel jaw inserts induction hardened and ground
 ■ Jaw inserts with vertical and horizontal recesses for 
clamping round workpieces

 ■ Lead-screw completely covered to keep dirt out
 ■  Fixed base and movable back jaw

application:
 ■  This high quality, rugged vise with dovetail guides is 
well-suited to extra heavy work

Features:
 ■ Ruggedly constructed with body and jaws made of 
high quality cast iron and other parts of alloy steel

 ■  Steel jaw inserts induction hardened and ground, file 
cut for good grip

 ■  Jaw inserts with vertical and horizontal recesses for 
clamping round workpieces

 ■  Lead-screw completely covered to keep dirt out
application:

 ■  Designed for use with milling machines, drill presses, 
etc.

1240

1250

bENCh VISES

1282Тype 223Page

hEaVy duty tablE VISE

hEaVy duty bENCh VISE

matching swivel base

accessories 270-282

accessories 270-282

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-231-005
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-231-010
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-231-015
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-231-020
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-231-025
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-231-030
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-235-004
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-235-006
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-235-008
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-235-010
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-235-012
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-235-014
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-235-016
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type S a b h l a max. max. clamping force [daN] kg

7-234-006 1253-150M 150 170 820 255 465 135 3.700 36,6

Code No. type S a h l a max. h l max. clamping force [daN] kg

7-235-002 1256-63 63 120 131 228 63 45 42 1.200 5

Features:
 ■  Fixed and movable jaws are made of high-grade steel 
castings

 ■ Knurl cut in jaw clamping surfaces ensures firm and 
safe clamping

application:
 ■ Designed to be used for extra heavy locksmith’s and 
blacksmith’s work

Features:
 ■ Design is similar to Type 1255
 ■  Swivel base enables the vise to be positioned at any 
angle

 ■  Must not be fixed to a table thicker than 52mm

1256

1253

bENCh VISES

PORtablE VISE wIth SwIVEl baSE

blaCKSmIth’S VISE

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-234-006
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-235-002
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. type S a b h l max. max. clamping force [daN] kg

7-324-102 1710-50 15-50 210 98 218 360 2.800 6

7-324-103 1710-80 22-80 270 108 250 400 2.800 9

L
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a
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A B
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.

.

.

..

..

Code No. type a b c E h l d For type 1710 kg

7-234-202 1711-710 710 267 175 230 922 70 13 50; 80 14,6

Features:
 ■  Body is made of high quality cast iron while other 
parts, including movable jaw are made of steel and 
hardened

application:
 ■  This vise is designed for the clamping and working of 
pipes and tubes of any length

Features:
 ■  Welded together from steel profiles 
 ■  Telescopic foot makes quick assembly and portability 
possible

application:
 ■ Lightweight portable base for 1710 vise

1710

1711

bENCh VISES

bENCh VISE FOR PIPES

tRIPOd FOR PIPE VISE

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-234-202
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-324-102
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-324-103
http://www.bison-america.com/
mailto:info@bison-america.com
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1
2
7
1

Code No. type S a h l a max. h D max. clamping force [daN] kg

7-245-005 1271-125 125 170 215 373 150 80 32-60 3.000 27,5

Features:
 ■  Able to rotate clamped workpiece to any angle in 
vertical axis and 45° pitch in horizontal axis

 ■  Can clamp round workpieces in V-shaped jaws
 ■  Swivel base which allow rotation through 360° with 
positive, firm locking in any position

 ■  Steel jaw inserts induction hardened and ground
 ■ Ruggedly constructed with high quality cast iron body, 
jaws and base with other parts made of alloy steel

 ■  Lead-screw completely covered to keep dirt out
application:

 ■  This high quality, rugged vise with dovetail guides is 
well-suited to extra heavy work

1271

BENCH VISES

hEaVy duty axIS VISE

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-245-005
http://www.bison-america.com/
mailto:info@bison-america.com


1

2

3

4

5

6

263

7

www.bison-america.com  •  e-mail: info@bison-america.com

Code No. type h h max. l l max. clamping force [daN] kg

7-234-302 9210-485 485 250 420 145 2.000 39,4

9
2
1
0

Features:
 ■  High operating precision
 ■  High pressing force
 ■  Simple operation

application:
 ■  Designed for use in any kind of pressing of various 
fitted elements

9210

PrESSES

maNually OPERatEd PRESS

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-234-302
http://www.bison-america.com/
mailto:info@bison-america.com
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5
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2

Code No. Size a D h l l1 m d l k kg For type 6512

7-216-010 2 168 126 45 250 208 M12 20 20 14 4,2 100, 125

7-216-015 3 212 150 50 290 248 M16 20 20 18 7 160

7-216-020 4 286 210 55 400 334 M16 25 25 18 14,5 200

7-222-925 5 360 260 55 460 416 M16 25 25 22 27,2 250

Code No. Size a D h I l l1 m d k kg For type 6910

7-203-904 1 170 124 32 9 237 211 M12 20 14 4,2 105

7-203-906 3 245 184 38 16 328 294 M16 28 20 7,0 155

7-203-908 4 300 265 47 35 405 357 M16 38 20 14,5 210

Features:
 ■ Sturdy, cast iron design
 ■  Ground contact edge
 ■  Graduation
 ■  Locating pin of high quality steel, hardened and 
ground

 ■  Fixing screws

Features:
 ■  Sturdy, cast iron design
 ■  Ground contact edge
 ■  Graduation
 ■  Locating pin of high quality steel, hardened and 
ground

 ■ Fixing screws

SPaRE PaRtS & aCCESSORIES

6583

6582 SwIVEl baSE FOR maChINE VISES

SwIVEl baSE FOR maChINE VISES

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-203-904
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-203-906
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-203-908
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-216-010
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-216-015
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-216-020
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-222-925
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. Size a D h l l1 m d l k kg For type 6516

7-251-905 2 270 155 30 270 240 M12 20 20 14 8,1 125

7-251-906 3 325 200 34 325 295 M12 30 20 18 16,0 160

7-251-908 4 380 250 45 380 346 M16 30 20 18 27,9 200

Code No. Size a b D c E kg For type 6577, 6578, 6620, 6621

7-223-540 1 23 85 190 13 12 4 100/320

7-223-550 2 23 105 210 15 12 6 125/335

7-223-560 3 28 140 245 18 20 9

150/425

150/475

150/520

7-223-580 4 30 165 280 20 20 11

200/535 

200/585

200/635

Features:
 ■ Sturdy cast iron design
 ■  Ground contact edge
 ■  Locating pin of high quality steel, hardened and 
ground

 ■  Fixing screws

Features:
 ■ Sturdy iron design
 ■ Graduation

SPaRE PaRtS & aCCESSORIES

6585

6586

SwIVEl baSE FOR maChINE VISES

SwIVEl baSE FOR PRECISION VISES

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-540
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-550
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-560
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-580
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-251-905
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-251-906
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-251-908
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. Size a D h l l1 l2 l3 m d l k kg For type 6517

7-250-904 1 140 83 28 198 170 108 63 M12 25 18 14 3,0 100

7-250-905 2 175 103 28 236 206 126 63 M12 25 18 14 4,6 125

7-250-906 3 224 130 34 294 256 184 80 M16 30 20 18 9,7 160

7-250-908 4 264 165 34 345 305 220 90 M16 30 20 18 13,8 200

Code No. Size a D h l l1 m d k kg For type 6523

7-220-960 3 300 195 41 326 292 M16 25 18 7 155

Features:
 ■  Sturdy, cast iron design
 ■  Ground contact edge
 ■ Graduation
 ■  Locating pin of high quality steel, hardened and 
ground

 ■  Fixing screws

Features:
 ■  Sturdy cast iron design
 ■  Ground contact edge
 ■  Locating pin of high quality steel, hardened and 
ground

 ■ Fixing screws

SPaRE PaRtS & aCCESSORIES

6588

6587 SwIVEl baSE FOR maChINE VISES

SwIVEl baSE FOR maChINE VISES

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-220-960
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-250-906
http://www.bison-america.com/
mailto:info@bison-america.com
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1
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8
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Code No. Size a D D1 D2 h d kg For type 1250

7-230-005 1 78 95 168 144 19 9 0,9 63

7-230-010 2 91 109 183 165 24 11 1,1 80, 100

7-230-020 3 105 126 212 184 21 11 1,4 125

7-230-025 4 110 134 230 200 26 13 1,8 150

7-230-030 5 125 150 250 220 26 13 2,2 175

Features:
 ■ Made of high quality cast iron

SPaRE PaRtS & aCCESSORIES

1282SwIVEl baSE FOR hEaVy duty bENCh VISES

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-230-005
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-230-010
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-230-020
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-230-025
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-230-030
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. l l1 l2 l3 l4 l5 l6 l7 l8 D D1 D2 m

7-223-804J 100 23 15 32 66 9,5 7,0 - - 6,5 10 - M5

7-223-805J 125 32 18 45 80 14,0 8,5 - - 8,0 12 - M6

7-223-806J 150 42 24 67 110 18,0 11,5 - - 10,0 15 - M8

7-223-808J 200 50 30 74 140 22,0 11,5 - - 10,0 15 - M8

Code No. l l1 l2 l3 l4 l5 l6 l7 l8 D D1 m

7-223-804S 100 23 15 32 66 9,5 8,0 19 4,0 6,5 10 M5

7-223-805S 125 32 18 45 80 14,0 10,0 27 4,5 8,0 12 M6

7-223-806S 150 42 24 67 110 18,0 13,5 37 5,0 10,0 15 M8

7-223-808S 200 50 30 74 140 22,0 15,0 40 5,0 10,0 15 M8

Code No. l l1 l2 l3 l4 l5 l6 l7 l8 D D1 D2

7-223-804P 100 23 15 32 - 9,5 8,0 19 4,0 6,5 10 3÷20

7-223-805P 125 32 18 45 - 14,0 10,0 27 4,5 8,0 12 4÷27

7-223-806P 150 42 24 67 - 18,0 13,5 37 5,0 10,0 15 6÷41

7-223-808P 200 50 30 74 - 22,0 15,0 40 5,0 10,0 15 7÷48

Code No. l l1 l2 l3 l4 l5 l6 D D1 m

7-223-804G 100 23 15 32 66 9,5 8,0 6,5 10 M5

7-223-805G 125 32 18 45 80 14,0 10,0 8,0 12 M6

7-223-806G 150 42 24 67 110 18,0 13,5 10,0 15 M8

7-223-808G 200 50 30 74 140 22,0 15,0 10,0 15 M8

FOR tyPE 
6620, 6622, 6623, 6624, 6820

FOR tyPE 
6620, 6622, 6623, 6624, 6820

FOR tyPE 
6620, 6622, 6623, 6624, 6820

FOR tyPE 
6620, 6622, 6623, 6624, 6820PlaIN Jaw INSERt

Jaw INSERt wIth StEP

PRISmatIC Jaw INSERt

gROOVEd Jaw INSERt

SPaRE PaRtS & aCCESSORIES

2-pc/set

2-pc/set

2-pc/set

2-pc/set

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-808J
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. S l1 l2 l3 l4 l5 D D1 For type

7-290-024 100 32 13,5 70 14 10,3 9 15 6512, 6530, 6537

7-290-025 125 40 16,6 85 17 13,2 11 18 6512, 6530, 6531, 6537

7-290-026 160 50 16,6 110 20 13,2 11 18 6512, 6515, 6516, 6522, 6530, 6531, 6537

7-290-028 200 63 21,0 140 28 16,0 14 20 6512, 6515, 6516, 6522, 6531, 6537

7-290-0240 125 42 16,6 89 18 13,2 11 18 6515, 6516

Code No. S l1 l2 l3 l4 l5 D D1 For type

7-290-074 100 32 13,5 70 14 10,3 9 15 6512, 6530, 6537

7-290-075 125 40 16,6 85 17 13,2 11 18 6512, 6530, 6531, 6537

7-290-076 160 50 16,6 110 20 13,2 11 18 6512, 6515, 6516, 6522, 6530, 6531, 6537

7-290-078 200 63 21,0 140 28 16,0 14 20 6512, 6515, 6516, 6522, 6531, 6537

7-290-0750 125 42 16,6 89 18 13,2 11 18 6515, 6516

Code No. S l1 l2 l3 l4 D For type

7-292-074 100 32 12,5 63 14 M8 6517, 6518

7-292-075 125 40 12,5 80 16 M10 6517, 6518

7-292-076 160 50 16,0 100 20 M10 6517, 6518

7-292-078 200 63 20,0 125 25 M12 6517, 6518

 S 

 L
1
 

 L3 

A

A

 D
 

 L2 

 L
4
 

A-A

ClamPINg INSERtS FOR maChINE VISES
 ■ One sided, smooth, hardened and ground

ClamPINg INSERtS FOR maChINE VISES
 ■ Two sided, smooth, hardened and ground

ClamPINg INSERtS FOR maChINE VISES

ClamPINg INSERtS FOR maChINE VISES

 ■ One sided, one side grooved, one side smo oth, hardened and ground

 ■ Two sided, one side grooved, one side smo oth, hardened and ground

SPaRE PaRtS & aCCESSORIES
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A-A
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A-A

2-pc/set

2-pc/set

2-pc/set

2-pc/set

Code No. S l1 l2 l3 l4 m For type

7-292-024 100 32,4 12,5 63 14 M8 6517, 6518

7-292-025 125 40,4 12,5 80 16 M10 6517, 6518

7-292-026 160 50,4 16,0 100 20 M10 6517, 6518

7-292-028 200 63,0 20,0 125 25 M12 6517, 6518

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-024
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-025
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-026
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-028
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-074
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-075
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-076
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. S l1 l2 l3 l4 l5 D D1
Clamping range Ø 

horizontal For type

7-290-044 100 32,4 18 70 14 14,8 9 15 8-30 6512, 6530, 6537

7-290-045 125 40,0 22 85 17 18,6 11 18 12-38 6512, 6537, 6530

7-290-046 160 50,4 24 110 20 20,6 11 18 14-48 6512, 6515, 6516, 6522, 6530, 6537

7-290-048 200 63,0 30 140 28 25,0 14 20 18-61 6512, 6515, 6516, 6522, 6537

7-290-0450 125 42,0 22 89 18 18,6 11 18 12-38 6515, 6516

ClamPINg INSERtS FOR maChINE VISES
 ■ Inclined inserts for horizontal clamping of round workpieces, hardened and ground

SPaRE PaRtS & aCCESSORIES
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A-A

ClamPINg INSERtS  FOR maChINE VISES
 ■ Prism inserts for horizontal and vertical clamping of round work pie ces, hardened and ground

Code No. S l1 l2 l3 l4 l5 D D1

Clamping range Ø 
vertical

Clamping range Ø 
horizontal For type

d1 d2 d3
7-290-204 100 32,4 18 70 20 14,8 9 15,0 4-9 8-51 6-35 6512, 6530, 6537

7-290-205 125 40,0 22 85 25 18,6 11 18,0 5-12 11-71 4-45 6512, 6530, 6537

7-290-206 160 50,4 24 110 31 20,6 11 18,0 6-16 14-95 9-57 6512, 6515, 6516, 6522, 6530, 6537

7-290-208 200 63,0 30 140 40 25,0 14 20,0 7-20 18-123 12-75 6512, 6515, 6516, 6522, 6537

7-290-210 250 80,0 35 160 32 29,0 17 26,5 10-27 20-138 15-98 6512, 6537

7-290-2050 125 42,0 22 89 25 18,6 11 18,0 5-12 11-71 4-45 6515, 6516

Code No. S l1 l2 l3 l4 D

Clamping range Ø 
vertical

Clamping range Ø 
horizontal For type

d1 d2 d3
7-292-204 100 32,4 18 63 14,0 M8 4-9 8 -51 6-35 6517, 6518

7-292-205 125 40,0 22 80 15,8 M10 5-12 11 -71 7-45 6517, 6518

7-292-206 160 50,4 24 100 20,0 M10 6 -16 14-95 9-57 6517, 6518

7-292-208 200 63,0 30 125 25,0 M12 7-20 18-123 12-77 6517, 6518
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A-A

ClamPINg INSERtS FOR maChINE VISES
 ■ Prism inserts for horizontal and vertical clamping of round work pie ces, hardened and ground
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A-A

1-pc/set

1-pc/set

1-pc/set

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-044
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-046
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-204
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-205
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-206
http://www.bison-america.com/
mailto:info@bison-america.com
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SPaRE PaRtS & aCCESSORIES

Code No. Size S S1 l1 l2
Clamping range Ø vertical

For type
d1 d2

7-260-903 80 70 45,9 26 16 4-18 8-45 6540

7-260-904 100 85 54,9 30 18 5-25 9-55 6540

7-260-905 125 105 74,9 38 25 6-28 14-90 6540

7-260-906 160 138 101,9 44 33 7-38 20-135 6540

ClamPINg INSERtS FOR maChINE VISES
 ■ Prism inserts. Two vertical prism for clamping of round workpieces

ClamPINg INSERtS FOR maChINE VISES
 ■ Four sided, prism inserts, vertical and horizontal prism, horizontal recess, hardened and ground

Code No. S l1 l2 l3 l4 l5 l6 D

Clamping range Ø 
vertical

Clamping range Ø 
horizontal For type

d1 d2 d3 d4 d5
7-205-903 80 30 30 50 15 28,8 6 M6 3-11 4-23 9-59 3-11 4-23 6542

7-205-904 100 35 35 60 17,5 33,0 6 M8 3-15 5-27 11-69 3-15 5-27 6542
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1-pc/set

1-pc/set

Code No. S l1 l2 l3 l4 D
Clamping range Ø 

horizontal For type

7-292-044 100 32,4 18 63 14,0 M8 8-30 6517, 6518
7-292-045 125 40,0 22 80 15,8 M10 12-38 6517, 6518
7-292-046 160 50,4 24 100 20,0 M10 14-48 6517, 6518
7-292-048 200 63,0 30 125 25,0 M12 18-61 6517, 6518

ClamPINg INSERtS FOR maChINE VISES
 ■ Inclined inserts, for horizontal clamping of round workpieces, hardened and ground

 S 
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 D
 

A-A

1-pc/set

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-205-903
http://www.bison-america.com/
mailto:info@bison-america.com
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Code No. S l1 l2 l3 l4 l5 l6 l7 l8 l9 l10 D D1

Clamping range Ø 
vertical

Clamping range Ø 
horizontal For type

d1 d2
7-290-104 100 32,4 18 70 14 14,8 26 4 13,5 10,3 4,0 9 15 8-50 6-24 6512, 6537, 6530

7-290-105 125 40,0 22 85 17 18,6 32 4 16,0 12,6 4,0 11 18 11-70 8-30 6512, 6537, 6530

7-290-106 160 50,4 24 110 20 20,6 42 4 16,6 13,0 4,6 11 18 14-95 9-35 6512,6537 6515,6516 6530

7-290-108 200 63,0 30 140 28 25,0 55 4 21,0 16,0 4,0 14 20 18-123 12-44 6512,6537 6515,6516 6522

7-290-1050 125 42,0 22 89 18 18,6 34 4 16,0 12,6 4,0 11 18 11-70 8-30 6515,6516

ClamPINg INSERtS FOR maChINE VISES
 ■ Prism inserts, vertical and horizontal prism, longitudinal recess, hardened and ground

ClamPINg INSERtS FOR maChINE VISES
 ■ Prism inserts, vertical and horizontal prism, longitudinal recess, hardened and ground

Code No. S l1 l2 l3 l4 l6 l7 l8 l9 D

Clamping range Ø 
vertical

Clamping range Ø 
horizontal For type

d1 d2
7-292-104 100 32,4 18 63 14,0 26 4 13,5 4,0 M8 8-50 6-24 6517, 6518

7-292-105 125 40,0 22 80 15,8 32 4 16,0 4,0 M10 11-70 8-30 6517, 6518

7-292-106 160 50,4 24 100 20,0 42 4 16,6 4,6 M12 14-95 9-35 6517, 6518

7-292-108 200 63,0 30 125 25,0 55 4 21,0 4,0 M12 18-123 12-44 6517, 6518
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SPaRE PaRtS & aCCESSORIES

2-pc/set

2-pc/set

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-104
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-290-108
http://www.bison-america.com/
mailto:info@bison-america.com


1

2

3

4

5

6

273

7

www.bison-america.com  •  e-mail: info@bison-america.com

Code No. S l1 l2 l3 l4 l5 l6 D D1 D2

Clamping range Ø 
vertical

Clamping range Ø 
horizontal For type

d1 d2
7-231-910 80 9 20,7 50 8 6,0 20,4 7 11 6,6 3-13 3-13 1240, 1250

7-231-915 100 9 20,7 60 8 6,0 20,4 7 11 6,6 3-13 3-13 1240, 1250

7-231-920 125 9 21,5 60 8 6,5 21,5 7 11 7,0 4-16 3-13 1240, 1250

7-231-925 150 11 25,2 100 10 8,0 25,2 9 14 9,0 4-16 4-16 1240, 1250

7-231-930 175 13 30,3 100 12 8,0 30,3 9 14 9,0 4-16 4-16 1250

7-235-912 175 11 25,2 100 10 8,0 25,2 9 14 9,0 4-16 4-16 1240

7-235-914 200 13 30,3 150 12 8,0 30,3 9 14 9,0 4-16 4-16 1240

7-235-916 250 13 30,3 150 12 8,0 30,3 9 14 9,0 4-16 4-16 1240

ClamPINg INSERtS FOR bENCh VISES

SPaRE PaRtS & aCCESSORIES
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Code No. S l1 l2 l3 l4 l5 D D1 For type

7-231-905 63 7 17,4 40 7,5 5,6 6 9,5 1250, 1256

7-235-908 125 11 25,0 70 10,0 7,5 9 14,0 1271

Code No. S l1 l2 l3 l4 l5 D D1 For type

7-245-905 126 11 25,2 70 10 8 9 14,0 1271

ClamPINg INSERtS FOR bENCh VISES

ClamPINg INSERtS FOR bENCh VISES
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Code No. Square x length For type

7-233-042 12 x 160 6517,18-100

7-233-061 14 x 160 6517,18-125, 6531-125, 6546-125, 6531-160, 6524-125

7-233-038 17 x 160 6910,11-105, 6910,11-155, 6910,11-155S, 6910,11-210

Code No. Square x length For type

7-233-030 11 x 180 6546-100

Code No. hex x length For type

7-233-060 19x228 6523-155

Code No. Size For (150, 200)

7-223-905 100,125 6568, 6620, 

6622, 68207-223-908 150, 200

Code No. Square x length For type

7-233-040 17 x 200
6512,37-100,125,160,200, 6530-100,125,160, 6522-160,200, 

6517,18-160,200, 6546-160, 6531-200

7-210-200H 19 x 200 6512,37-250

Code No. Size For 6621, 6821 a b c D l max. clamping force [daN] kg

7-296-002 2 150 Tr28 x 5 110 50 215 370 3.500-4.000 2,4

7-296-003 3 200 Tr32 x 6 117 58 230 403 5.500-6.000 3,8

Code No. Size For 6515, 6516 a b c D E l max. clamping force [daN] kg

7-296-102 2 125 Tr 28 x 5 14 50 215 392 408 3.500-4.000 3,0

7-296-103 3 160 Tr 32 x 6 16 58 230 465 485 5.500-6.000 4,5

7-296-104 4 200 Tr 36 x 6 18 64 273 608 619 7.500-8.000 6,8

A

B D
C

L

Code No. hex x length For type

7-233-050 12 x 200

6515,16-125 

6515,16-160

6515,16-200

haNdCRaNK FOR maChINE VISES

hydRaulIC SPINdlE
 ■ The hydraulic spindle is equipped with a mechanical clutch which makes 
it possible to choose the type of operation - mechanical only or using the 
hydraulic system

 ■ Mechanical clamping is especially required when the clamped object is made 
of deformable materials which could be damaged when clamped with the 
hydraulic system

 ■ Sturdy design

aNglE SOCKEt wRENCh

SPaRE PaRtS & aCCESSORIES

3690-M

3690-MN

haNdCRaNK FOR maChINE VISES haNdCRaNK FOR maChINE VISES

haNdCRaNK FOR maChINE VISES

haNdCRaNK FOR maChINE VISES

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-905
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-908
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-233-030
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-233-040
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-233-050
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-233-060
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-233-061
http://www.bison-america.com/
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L1

6

Tr

L

A

L2L3

Tr

L1

Code No. Size l l1 a tr

7-223-604 100 120 18 13 Tr18x4

7-223-605 125 125 18 13 Tr18x4

7-223-606 150 160 19 19 Tr28x5

7-223-608 200 170 19 19 Tr32x6

Code No. Size l1 l2 l3 tr

7-223-704 100 55,5 35,0 36 Tr18x4

7-223-705 125 68,5 40,5 40 Tr18x4

7-223-706 150 87,5 60,0 55 Tr28x5

7-223-708 200 104,5 70,0 65 Tr32x6

Code No. Size l l1 l2 l3 l4 l5 l6 D D1

7-223-9400 1 58 22,5 28 13 2 20 8 20 13

7-223-9500 2 62 22,5 28 15 2 20 8 20 13

7-223-9600 3 70 27,5 32 18 2 23 8 22 15

7-223-9800 4 80 29,5 35 20 2 23 8 22 15

Code No. Size l l1 l2 l3 l4 l5 l6 D D1

7-223-940 100 50 24 30 13 2 13,5 6,5 18 10,5

7-223-950 125 53 28 30 15 2 16,6 7,0 18 10,5

7-223-960 150 75 35 42 18 2 37,0 8,0 26 17,0

7-223-980 200 91 39 42 20 2 24,5 8,0 26 17,0

Code No. Size a b c D For type

7-223-994 100,125 120 20 20 5
6577, 6578, 6569-M, 6620, 

6621, 6624, 6820, 6821
7-223-996 150,200 140 25 25 7

Code No. Size l h

7-223-804 100 120 55,5

7-223-805 125 125 68,5

7-223-806 150 160 87,5

7-223-808 200 170 104,5

L

H

L2 ø D

ø D1

L6
L5

L

L4

L3

L1

A

D
B

C

.

.

. .

.
.

lEad SCREw
 ■ Optional accessories used with vises 6620-6624, 6820 and 6821

lEad SCREw wIth blOCK
 ■ Optional accessories used with vises 6620-6624, 6820 and 6821

ClamP FOR 6586

 ■ Optional accessories used with vises 6620-6624, 6820 and 6821

 ■ Optional accessories used with vises 6620-6624, 6820 and 6821

blOCK

ClamP

SIDE SToP

SPaRE PaRtS & aCCESSORIESTo Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-804
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-805
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-806
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-808
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-940
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-950
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-960
http://www.westtool.com/default.aspx?page=item%20detail&itemcode=BIS+7-223-980
http://www.bison-america.com/
mailto:info@bison-america.com
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Coupler l1 l2 l3 l4 D m

M10x35 46 35 35 10 16 M10x35-10,9

M10x85 46 35 35 10 16 M10x85-10,9

M10x45 54 40 35 10 16 M10x45-10,9

M10x105 54 40 35 10 16 M10x105-10,9

M12x55 62 40 43 12 18 M12x55-10,9

M12x130 62 40 43 12 18 M12x130-10,9

For type
Fig. 1 Fig. 2

Coupler Code No. Coupler Code No.
6820-100-320/160 M10x35 398267220300 M10x85 398267221600

6820-125-335/160 M10x45 398267222900 M10x105 398267223100

6820-150-425/205 M12x55 398267224400 M12x130 398267225700

Code No. Size a b l h h h1 D d
7-297-1210 12/10 12 10 20 12 3,5 5,7 8,9 5,5

7-297-1212 12/12 12 12 20 12 3,5 5,7 8,9 5,5

7-297-1214 12/14 12 14 20 12 3,5 5,7 8,9 5,5

7-297-1216 12/16 12 16 20 12 3,5 5,7 8,9 5,5

7-297-1218 12/18 12 18 20 12 3,5 5,7 8,9 5,5

7-297-1220 12/20 12 20 20 12 3,5 5,7 8,9 5,5

7-297-1812 18/12 18 12 25 12 4,5 6,8 10,4 6,6

7-297-1814 18/14 18 14 25 12 4,5 6,8 10,4 6,6

7-297-1816 18/16 18 16 25 12 4,5 6,8 10,4 6,6

7-297-1818 18/18 18 18 25 12 4,5 6,8 10,4 6,6

7-297-1820 18/20 18 20 25 12 4,5 6,8 10,4 6,6

7-297-1822 18/22 18 22 25 12 4,5 6,8 10,4 6,6

7-297-2012 20/12 20 12 25 12 4,5 6,8 10,4 6,6

7-297-2014 20/14 20 14 25 12 4,5 6,8 10,4 6,6

7-297-2016 20/16 20 16 25 12 4,5 6,8 10,4 6,6

7-297-2018 20/18 20 18 25 12 4,5 6,8 10,4 6,6

7-297-2020 20/20 20 20 25 12 4,5 6,8 10,4 6,6

12/14; 12/16; 12/18; 
18/20; 18/22 12/12; 18/18; 20/20

. .

.
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L4 L4
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M
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COuPlERS
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BISON

BISON

BISON
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.

. .

. .

. .

. . . .

Fig. 2

SlOt NutS (b)

SPaRE PaRtS & aCCESSORIES

12/10; 18/12; 18/14; 
18/16; 20/12; 20/14; 

20/16; 20/18

Fig. 1 

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820
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type a b c

6552-63 0,005 0,003 0,005

6552-80 0,005 0,003 0,005

6552-100 0,007 0,005 0,005

6553-63 0,005 0,003 0,005

6553-80 0,005 0,003 0,005

6553-100 0,007 0,005 0,005

6554-63 0,005 0,003 0,005

6554-80 0,005 0,003 0,005

6554-100 0,007 0,005 0,005

6555-80 0,005 0,003 0,005 .

. .

. .

.

.
.

12 121

L

. .

. . .

. .
..

. .

.

. .

tOOlmaKER’S aNd INSPECtION VISES uSagE OF SIdE StOP
 ■ For clamping the workpieces of irregular shape a swinging leading 
plate can be used which allows for swiveling of movable jaw by 
about ±3° angle. 

 ■ Side stop screwed to fixed jaw side enables positioning the 
workpieces parallel to jaw inserts surface

adJuStINg thE POSItION OF Jaw INSERtS

 ■ Proper clamping of the workpiece will be obtained when jaw inserts are seated on the jaw guides. 
Only then the proper accuracy of the workpiece fixing will be ensured.

tEChNICal data

 ■ Clamping inserts in the vise jaws have preset play, ensuring that workpieces are correctly clamped
 ■ The amount of this play should be L = 0,2 mm with positioning accuracy of +/- 0.01mm
 ■ The difference between “L” dimensions in movable and fixed jaws should not exceed 0,01mm
 ■ To obtain the required positioning of the clamping insert proeed as follows:
1 -  loosen set screws (2)
2 -  tighten the bolts (1) to make the clamping insert sit in the jaw guide
3 -  use the dial gauge to check the parallelism of the clamping insert to the vise base
4 -  set the required value of L = 0,2 (+/- 0,01 mm) by loosening the bolts (1)
5 -  use the dial gauge to check the parallelism of the clamping insert to the vise base, the 

parallelism of the clamping insert to the vise base should be the same as measured in point 3
6 -  secure bolts (1) by tightening set screws (2)

 ■ Perform above steps for setting clamping inserts both in fixed and movable jaws

To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820

http://www.bison-america.com/
mailto:info@bison-america.com
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ExamPlE OF uSINg mOdulE VISE

tEChNICal data To Order Contact: Exact Tooling    /    www.exacttooling.com    /    sales@exacttooling.com    /    888-988-8820
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